NAICHR BOARD

BIO-RESIN BONDED | SHIPLAP PANEL (8 mm — 50 mm)
SUSTAINABLE. STRONG. NATURAL.

Maichr Board iz a hEgh-p-erhrmama interior lining panel made fram hernp hurd and a
bio-resin binder. Designed as a direct alternative to plasterboard, it installs using
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standard dry-lining methods and is compatible with a wide range of natural and

mineral finishes,
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KEY FEATURES SPECIFICATIONS INSTALLATION SYSTEM
SUSTAINABLE Panel Size 2400 = 1200 mm o Install using standard plasterboard
Made 1 idl bla | (dry=lining) methods. _
= hr::;: ;;.; b;.rnr'z:v: Thicknets i e B ry g H.ﬂf.ll.':HFt BOARD (8 mm - 50 mm)
) R . B Fix to steel framing Shiplap boards installed
resin binder, Density GO0 - 650 kg'm® R horizontally in stretch
' bond pattern,
HEALTHY Modulus of Rupture (MOR) 10 = 16 MPa : _
= e Use Bostik Wallboard Gold adhesive
Zero VOO emissions, safe T e e i aa
for peopls and planet. u Elasticity [MOE)} 2000 = 3200 MPa in addition to scraws. MINERAL / LIME BASE COAT +
Thermal Conductivity (A)  0.05 — 0.07 Wim-K Use stitching battens where REINFORCED EMBEDDED MESH +
EASY TO INSTALL a joints do nt:utg land on studs RN AT
Installs like plasterboard Reacticn to Fire Doat not "'“dﬂ?l Base coat applied to the surface,
using standard tools, Support combustion 9 Install corner beads to all reinforeing mesh embedded inte
screws and adhesive. it cbedotes i external corners. the wet base coat, then second
baze coat applied over the mash,
Maisture Content 12%
PERFORMANCE i S @ Aoply a mineral or lime-based
me-des iI'I'IFIIﬂ'IIEd im“lﬂﬁﬂ'ﬂ- E'dﬂﬂ‘ Fmﬁll‘ Slﬂiphp b\aEE Eﬂatr Hmhad lEil'Ifﬂrﬂiﬁg mHh‘. FlNISH EDAT
and accustic performance. Material Htenp hurd » Bigerenin binder then apply finish coat. Final decorative finish coat
(lima, clay, microcamant,
FINISH READY Country Australia COMPATIBLE FINISHES venetian plaster ete.).
Compatible with lime, clay, T e ﬁ ﬁb {3? éf
microcement, venetian LIME LIME CLAY MICROCEMENT
plaster and more. RENDER PLASTER PLASTER m

COMPARISON: HEMP HURD BOARD vs CONVENTIONAL MATERIALS

ABOUT NAICHR BOARD Proparty Hemp Hurd Board Flastarboard MDF FIRE NOTE

Haichr Board offers a natural, beeathable and durable interiar Sustaniability & & & ¥ & v o o T i Material d ot dil

lining salution, It supports healthier buildings with lower :‘G{: Emizsions ““:“': High m :ﬁ Wa n:t “: :t TRy

. : F e P tramfih ati = pport combustion,
envireanmental impact while delivering excellent warkabal -
. i p: _ whi ing ity Weight Medism Light Heawy Formal testing to AS 1530 N h I C H R

and finish compatibility. Insulation High Low Low
Acoustic l""-gh Mederate Lanar 5“”!“:15 h'as nak Tﬂ th S BECHR P IE bl G LAY i GO BT Fesli
Breathabiliey High Limited HONE mrrplamd. et o o

ame as plastorboard Standard Joinery only
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